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Ivanti Velocity is an Android or Windows client that can connect to Telnet hosts (including IBM
5250/3270 and VT100/220), web apps, and Oracle SIM hosts. The Velocity Console is an application
installed on your desktop or laptop and is used to configure the Velocity Client. Create host profiles
for different host types, import screens and edit how they appear, and set up speech-to-text or text-
to-speech using Ivanti Speakeasy. This guide will explain how to create and deploy a settings file or
Host Profile in Velocity that contains the initial configuration of a telnet connection.

Both the client and Console application can be download from the Velocity Downloads page:
http://www.wavelink.com/Download-Velocity enterprise-app-modernization-Software/

Installing the Velocity Client

To install the Velocity Client on Android
1. If the device has the Google Play Store installed, you must make sure the device allows
installation of non-Play Store applications. This option is frequently named Unknown sources
under Settings > Security.
2. Starttheinstallation with one these methods:
a. Copy the installation apk file to the device. Open a file browser application and
locate the folder when the file is copied. Tap the file name to start the installation.
b. Using the device, open a browser and navigate to the Velocity downloads page on
the Ivanti website. Download the latest Client appropriate for the device type.

View the device Notifications by pulling down the status bar. When the Client
download is complete, tap the notification to install the Client.

3. Theinstallation screen appears. Tap Install.
4. The appis installed. Tap Open to launch the Velocity Client or tap Done.

To install the Velocity Client on Windows 10
1. Using the device, open a browser and navigate to the Velocity downloads page on the Ivanti
website. Download the latest Client appropriate for the device type.
2. Runtheinstaller. You may be prompted to install .NET. If you are prompted to install .NET,
you must reboot before you can complete the installation.
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Installation of Velocity Console
The Velocity Console can be installed on the following operating systems:

e Windows 7 64-bit
e Windows 10 64-bit

To upgrade to a new version of the Velocity Console, download the installer for the new version.
When you run the new installer, it will replace the older files with the new version.4

To install or upgrade the Velocity Console

1. Download the Console installation file from the Velocity Downloads page. After you've
downloaded it, launch the Velocity.msi file from an administrator account on your computer
to begin the install process.
Click Next to begin the setup wizard.
Accept the terms in the license agreement and click Next.
(Optional) If you plan to use Velocity with Oracle SIM, select Include Support for Oracle SIM.
Click Install to begin the installation process.
Accept the terms of the Microsoft Visual C++ Redistributable and click Install. When the
redistributable is finished installing, click Close.
7. Click Finish.

ok wnN

The application is installed on your computer. To use the Velocity Console, either leave the Launch
Velocity Console option selected on the last screen of the installer or locate and launch the shortcut
in the Start menu.

Configuring Host Profiles

A host profile defines the settings that the Velocity Client should use when it attempts to initiate a
connection with a specific host. The host profile may include the emulation type, IP address of the
host, or other settings. Each project should have one host profile associated with it. You cannot have
more than one host profile associated with a project.

If you want similar settings for more than one host profile: export the project as a zip file, create a
new project, import the zip, and change the settings that are different.

When a device user attempts to initiate a session with a host, the Velocity Client displays a list of
available host profiles. The user selects the host he wants to connect to, and the Velocity Client uses
the host profile settings to connect to the host. There are more settings that can be done via the
Velocity Console than can be done directly in the client. Also, a configuration made via the Console
can be easily deployed across multiple devices. It is therefore recommended to always create a host
profile via the Velocity console.

n H |
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All available projects/configurations are available for the main window of the Velocity Console.
Initially, this list is blank. Click New Project to create a new configuration:

g Veloci

peower ed try Wavelink

vanti

The Project Name is required. This is the name that will appear in the main window of the Console.
The Company Name is optional. Click the Web button to create a new browser project:

B velocity Console

Veloci
ivanti | @& Yelody .

Company Name Optional

Ivanti

] T T
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In the Host Profile tab all settings are made to connect to the web host. From the Console, online
help is available by clicking Help at the bottom right.

B velocity Console - a | *
¢, Veloci
ivanti | e -

Advanced

Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings  Host Save
BRO B0 B8
e Host Profile
Proxy Server an Ll
Authorization Host Address L
Launeh on Startup
Keyboard
Clear Cache On Connect: C=
Mode Clear Cookies On Connect
Navigation User Agent String
Hide Close Session: =
Security
Detect newark out ofrange: i)
Scanner
Printing

Voice

Submit an Ides About Help

Clear cache / clear cookies

It is usually good practice to clean up all temporary data of a web session. These options clear all
cached session objects and cookie data stored for all sessions when a new session is started. Be
advised that the data for all sessions is stored in application memory of the Velocity client, not
separately stored for every session. When these options are selected in a single session all cached
data and cookie data stored will be deleted for all sessions—including active sessions—when a new
session is started. Even if another host profile is set to not clear cookies, any profiles with this option
active will override.
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B Velocity Console - o x
Veloci
ivanti | B e e
Advanced
Back Web Industrial Browser (Web) Impot  Export Deploy Keyboards Configuration  Settings  Host Save
g E £ B
| Host Profile Host Profile
Proxy Server A DL
i Authorization Host Addess $
1 Launch on Startup: 8=}
| Keyboard
H Clear @
¢ Mode Clear Cookies On Connect 9
| Navigation User Agent String:
H Hi Tose S =
i Security
Detect network out of range: i)
Scanner
Printing

| Voice

Submit an Idea About Help

Screen Rotation

If not configured otherwise Android will rotate the display when the device is rotated. Velocity
allows to keep the display orientation fixed, independent of the rotation of the device. Possible
values include:

e Lock Portrait

e Lock Landscape

o lLock Reverse Portrait: Use to invert a portrait screen orientation and lock it in place. Tool
bars and keyboards also invert. For use with TE and Web projects.

e Lock Reverse Landscape: Use to invert a landscape screen orientation and lock it in place.
Tool bars and keyboards also invert. For use with TE and Web projects.

e Dynamic
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B Velocity Console - o x

ivanti | @& Velocity

powered by Wavelink

Advanced

Back Web Industrial Browser (Web) Import Export Deploy Keyboards  Configuration  Settings Host Save
DR EMBEE 8
Host Profile Mode
Proxy Server Screen Rotation: Lock Portrait
Default Zoom Level ToO
Authorization ;
Keep Device Awake: )=}
Keyboard Immersive Made: ]
[0y Show battery level indicator:

Show Wi

rength indicator. §=]
Navigation

Enable Copy/Paste:
Security
Scanner

Printing

Voice

Submit an Idea About Help

HTTPS connection/Certificates

A secured connection to a web server (https) requires a certificate for this secured connection. If the
certificate used is not supplied by a trusted authority — like any self-signed certificate — it can be
added to the configuration of Velocity. When added, all associated subject and thumbprint
information is listed here. The host address shown (either IP address of FQDN) in the certificate must
match the host server location, or else the device will not trust the host. The certificate extensions
supported includes .cer, .crt, and .pem.

B veloci e - a | *

ivanti | @ Velocity

powered by Wavelink

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings Host Save

GED BEO0 B8
Host Profile Security

Proxy Server Certificate

Authorization Valid Centificate:  agg
Keyboard

Mode

Navigation

Security

Scanner

Printing

Voice

Submit an Idea About Help
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Scanner Configuration

Velocity allows for configuration of certain scanners and imagers that are built in a mobile device.
Although the list of supported makes and models is ever growing not every hardware vendor is
supported. Also, Velocity cannot configure any scanners that are connected via Bluetooth. In the
case where the scanner is not support by Velocity the manufacturer’s wedge software needs to be
configured like is described in Appendix A Send data to Velocity using intents.

To configure the scanner of a supported model, click ‘New’ in the Scanner Section:

B velocity Console - a | *

ivanti | @& Velodty

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings Host Save

ARG BEE00 B8

Host Profile Scanner
Proxy Server Secan Terminator: | fenter]
Authorization S
Keyboard
Mode
Navigation
Security
Scanner
Printing
Voice
& New Edit Delete

Submit an Idea About Help

Select the manufacturer of the device from the list:
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-]

ivanti | @

wanti

Velocity

powered by Wavelink

Ei Web Industrial Browser (Web)

Host Profile
Proxy Server
Authorization
Keyboard
Mode
Navigation
Security
Scanner
Printing

Voice

Scanner

Scan Terminator: | fenter]

Scanner Profiles:

B Select Vendor

Vendor

Bluebird

Impart Export Deploy

& [

OK  Cancel

Advanced

Keyboards Configuration  Settings  Host Save

ol N=M=

Submit an Idea About Help

Then, configure the available parameters where needed:

-]

ivanti | @

Velocity

powered by Wavelink

Eack Web Industrial Brows B scamer rratie

wanti

Host Profile
Proxy Server
Authorization
Keyboard
Mode
Navigation
Security
Scanner
Printing

Voice

| Zebra

Scanner Barcode

Scan Terminator: | fer| .
Decoder Settings

Scanner Profiles:
Reader Settings
Scan Settings
UPC/EAN Settings
& New Delet

Enable\Disable Barcode Symbology

Australian Postal

Composite AB

Composite C
] Data Matrix
Discrete 2 of 5
Dutch Postal
[ EAN-13
/] EAN-8
/] GS1 Databar

¥/l GS1 Databar Expanded

LAY

Q

Advanced

- o < lonfiguration  Settings Host Save
=

Disable All
Korean 3 of 5
Matrix 2 of 5
Maxicode
Micro PDF
Micro QR

Msi

PDFAIT

QR Code
Signature
Tc39
Trioptic 39
UK Postal
UPC-A
UPC-E0
UPC-E1

US4 State
US4 State FICS

US Planet

Submit an Idea About Help

Additional Scan Data Formatting and Scan Handlers can be done via Advanced Configuration, as is
described in the next paragraph. A Velocity project can contain multiple scanner configurations for
different manufacturers. The Velocity client will use the appropriate scanner configuration at run

time.

10
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B velocity Console - a | *

ivanti | @ Velocity

powered by Wavelink

Back Web Industrial Browser (Web) . R o
AR EB6EOE B3
Host Profile Scanner
Proxy Server Scan Terminator: | {enter]
Authorization Scanner Profiles:
Zebra
Keyboard Bluebird
Mode
Navigation
Security
Scanner
Printing
Voice

e New # Edit I Delete

Submit an Idea About Help

Scan Terminator

When a barcode is scanned it is usually necessary to have the data followed by an enter. By default,
this scan terminator is set to the tab character. To change it to enter, change the value for Scan
Terminator to {enter}’.

B Velocity Console - o x

ivanti | @& Velocity

powered by Wavelink

- Web Industrial Browser (Web) Import  Export Deploy Keyboards c;cnv;u"r(::on Setings  Host Save
wanti n‘ — E] g
Host Profile Scanner
Proxy Server Scan Terminator: | {enter)
Authorization Scanner Profiles:
Zebra
Keyboard Bluebird
Mode
Navigation
Security
Scanner
Printing
Voice

e New # Edit I Delete

Submit an Idea About Help
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Scan Handlers

Addition scan handling can be done in the Advanced Configuration section. Advanced scan handler
options are available as options from the library where you can pick and choose the options as
needed:

B Velocity Console - o x

ivanti | & velodlty ...

Advanced

Back W H Import Export Deploy Keyboards Configuration  Settings Host Save
'eb Industrial Browser (Web s e ploy ' o 0
(Web) — = -
S &3 B3
Tasks Scope Parameters
[ Library [ Create & Edit % Import / Export v

Name Description Name Value Description

Submit an Idea About Help

Multiple scan handler options are available to modify the scanned data prepend, append, replace or
and delete characters. For example, to replace the FNC1 character in a GS-1/EAN128 barcode select
‘Scan - Replace (with HEX codes)’ from the list and press Add:
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B Velocity Console - o x

ivanti | & velodlty ...

Bock Web Industrial Browser (Web)

Ivanti

Advanced

Import  Export Deploy Keyboards Configuration  Settings  Host

Ivanti Library

a
Name Description Tags
Key Clicks Generate sound on every keypress Key, Clicks, Community, Library
Key Macra A scan code is produced when pressing 3 key on the terminal, Any scan...  Key, Macro, Community, Library
LED - Flashing Flashes the LED on supported devices. Currently only the Zebra WT600...  LED, TE, Library
Mute Beep Don't make a sound when a beep should be played Community, Library, Mute, Beep

Oversized Scanning

Scan - Append

Scan - Prepend

Scan - Prepend (with HEX codes)
Scan - Replace

Scan - Replace (with HEX codes)
Scan - Strip

Scan - Strip End

Scan - Strip Start

Scan Escape Code

Send Timing Mark on Inactivity
Set Printer Settings

Setup Element Facus Scope

52500r3270Only  Scanned data that s longer than the entry...

Append data to the end of a scan.
Prepend data to the beginning of a scan

Prepend data to the beginning of 4 scan. This can be a single character,

Replace any textin a barcode with another piece of tex
Replace any text ar HEX character in a barcode with ancther piece of te.
This seript strips characters from a bar code.

Strip characters from the end of a scan.

Strip characters from the beginning of a scan.

This script will allow you ta use aid keys in your barcode. Simply link it
Send the Telnet timing mark to the host when the session becomes ina
The print start 1D which indicates the beginning of the print date, 5250.

Setup event listeners on the element with id of “elemiD"ta enter/exit .

jou can also re...

TE, 5250, 3270, Scan, Library
Scan, Library

Scan, Library

Scan, Library, Community
Scan, Library

Scan, Library, Community

Community, Library, Scan, Strip
Scan, Library

Scan, Library

Community, Library, Scan

TE, Library

5250, 3270, Scan, Library

Web, Community, Library

[SNSHCNSHSNS NSNS NCHONSNCNCONCSNSNSNS!

Submit an Idea About Help

The option now becomes available in the Tasks list:

B velocity Console - a | *

Veloci
ivanti | B e o v

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration ~ Settings Host Save

Ivant M

Tasks Scope Parameters
& ubrary @ Create & Edit 2 import / Expert v
Mame Description Name Value Description

Scan - Replace (with HEX  Replace any text or HEX character in 3 barcade with anather p.. (1)
codes)

Submit an Idea About Help

Only adding this option to the configuration does make the setting active. That means that the
functionality will not work yet. Also, it is not possible to set any parameters or variables. To activate
a script it has to be linked to the session scope. Select the script, click ‘Link” and click ‘OK’:

n h |
13 Wavelink is now IVvantl



Browser Profile Configuration — Quick Start Guide

B Velocity Console - o x

¢, Veloci
vanti | @& velocty

Advanced
Back : Import Export Deploy Keyboards Configuration  Settings Host
Web Industrial Browser (Web)
- =

Tasks Scope Parameters
[ ubrary () Creaste (O Delete Edit %, Import/ Export ™ S, Link
Hame Description Name Value Description

| Scah - Replace (with HEX  Replace any text or HEX character in 3 barcode with another p... (D)
codes)

Submit an Idea About Help

B Velocity Console - o IEN

¢ Veloci
ivanti | & oo,

Wavelink

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration ~ Settings Host Save

Ivant M

Scope

Link a script to a scope to determine when it will run. For example, link a script to a specific
en so that it runs when that screen loads.

Scope: | Bession

Submit an Idea About Help
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Now the parameters become available:

B Velocity Console - o

powered by Wavelink

ivanti | & velocity

Advanced

Back Web Industrial Browser (Web) Impot  Export Deploy Keyboards  Configuration  Settings Host Save
— ) o
DR EMB0E 8
Tasks Scope Parameters
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ D Link < Unlink
Name Description Name Value Description
Bl Scan- Reploce (with HEX  Replace any text or HEX character in @ barcade with anather p. (D) e Min Length (Scan) m The n 7 length the scan data needs to be 10 apply this
codes) scan shorter than this will not be modified. Setting this to 0 ¢
same a5 no minimum,
Max Length (Scan) M The maximum length
- longer than th
Symbology

ALL

rom the scan. This could b
ring. Hex values should be

Text To Replace: Text To Replace]  The text that
chara HE;

hex

Replacement Text Replacement Te The te hat will rzp\;:?‘the Text To Replace”. Leave this fiel
you w he “Text To Replace” instead. Hex value:
enter ]

Scan Terminator 1 o Replace’ or ‘Replacement Text' is a he

ntered, when a scan terminator is

b 00}
Beep frequency 00 ssed the scanner beep has 1o be gener:
Beep Duration 150 When hex codes are used the scanner beep has to be geners

the beep duration in milliseconds.

Submit an Idea About Help

The parameters to replace any FNC1 character in a scanned EAN128 barcode by a ‘*’ are:
Symbology: CODE 128 (optional: if not selected any barcode will be accepted)
Text To Replace: {hex:001d} (hexadecimal value of the FNC1 character)
Replacement Text: *

Scan Terminator: {enter} (needed for this script)

n H |
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B Velocity Console

ivanti | & velodlty ...

iai Web Industrial Browser (Web)

wanti

Advanced

Import port Deploy Keyboards Configuration  Settings  Host

& [ 3

Tasks Scope
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ 9 tink < Unlink
Name Description
| Scan - Replace (with HEX  Replace any text or HEX character in a barcade with another p... (3 session
codes)

Parameters
Name Value Description
Min Length (Scan) o be 10 apply this

0

Setting this to 0 c
same as no minimum,

Max Length (Scan) The maximum length the scan data can be to apply this rule.

longer than this will ot be modified. If you set this value to {

max length will be enforced.

sym oo 128 e symcogy o uhich is e wil pely. o sl any s

Text To Rep! Thex001d]

Replacement Text will replace the “Text To Replace

Scan Terminator fenten

Beep frequency 00 When hex codes are used the scanner beep has to be geners
- the beep frequency

Beep Duratian 150 W odes are used the scanner beep has to be genera

ration in millse

Submit an Idea About Help

A script can be linked multiple times to with different values. Prepending ‘]A’ to any scanned
CODE39 barcode and ‘]I’ to any Interleaved2of5 barcode would look like:

B Velocity Console

ivanti | @& Velocity

powered by Wavelink

iai Web Industrial Browser (Web)

wanti

Advanced
Import port Deploy Keyboards Configuration  Settings  Host

& [ 3

Tasks Scope
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ 9 tink < Unlink
Name Description
¥ Scan - Prepend Prepend data to the beginning of a scan. @ session
session

Parameters
Name Value Description
Min Length (Scan) o be 10 apply this

etting this to 0 ¢
same a5 no minimum,

Max Length (Scan) The maximum length th

Ionger than this will not b

max length will be enforced

ata can be 10 apply th
ified. If you set this

T
e

Symby mbolagy to which this rule will apply. To allow any sy

ALL

Prepend Data Data you want to prepend to the beginning of the scan

Submit an Idea About Help
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B Velocity Console - o x
Veloci
ivanti | e vt
Advanced
Back Web Industrial Browser (Web) Import Export Deploy Keyboards Configuration  Seftings Host Save

uant |+ B

BOB8 &

Tasks Scope Parameters
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ 9 tink < Unlink
Name Description Name Value Description
| Scan - Prepend Prepend data to the beginning of a scan. @ session Min Length (Scan) ¢ 5C3N data needs 1o be 1o apply this
il not be modified. Setting this to 0 ¢
session
Max Length (Scan) o & 10 apply this rule.
B u set thi lue to (
Symbology e Th rbflogy ta which this rule will apply. To allow any sy
Prepend Data I Data you want to prepend to the beginning of the scan,

Submit an Idea About Help

Full Screen Mode

It is not possible to lock down Velocity and have it always in the foreground. To lock down an
application in Android a third-party kiosk mode application is necessary, for instance Enterprise
Home Screen from Zebra or iLauncher from Honeywell. It is, however, possible to make Velocity full
screen by removing the menu bars on screen.

QGABNY ] %0 @ 457PM

Logon
Protocol cannot be switched to HTPPS;
HTTPS is not configured/active

No switch to HTTPS occurred, so itis
not secure to send a password

System PW1

Client:* 600

User:*

Password:*

Language English ¥
Log On

Change Password

n H |
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Hide menu/Hide Toolbar

It is very likely that, if the device has a fixed keyboard, there is no need to have the grey menu bar
(or toolbar) available for the user, other than to be able to open the menu or shortcut menu or
toggle the on-screen keyboard.

Shortcut Menu  Toggle Keyboard  Menu

This menu bar can be removed by selecting Hide Toolbar from the Navigation section. Hardware
keys can then be defined to open the Shortcut Menu or Menu or Toggle the on-screen keyboard.
This is configured with the four-digit hex notation of the specific key. These key codes can be found
here: https://help.ivanti.com/wl/help/en US/Velocity/2.1/admin/keyboardCodes.htm

The example below uses F11 to toggle the on-screen keyboard (E054) and F12 to toggle the Menu
(EO55):

B velocity Console - a | *

ivanti | @ Velocity

powered by Wavelink

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings Host Save

ARG BEE00 B8

Host Profile Navigation

Proxy Server Hardware Back Button Command: _ {back]

=9

Hide Toolb:

Authorization
Key to toggle keyboard:

Keyboard Key to

Mode T T T
Quick Launch Package

Navigation

Security

Scanner

Printing

Voice

Submit an Idea About Help

n H |
18 Wavelink is now IVvantl


https://help.ivanti.com/wl/help/en_US/Velocity/2.1/admin/keyboardCodes.htm

Browser Profile Configuration — Quick Start Guide

Immersive Mode

The black menu bars at the top and button on the screen can be hidden by enabling Immersive

Mode in the Mode section:

B Velocity Console

ivanti | & velodlty ...

Ea Web Industrial Browser (Web)

wanti

Host Profile Mode

Proxy Server Screen Rotation: Lock Portrait

Default Zoom Leve 100
Authorization

Keyboard Immessive Made: =Y
[ty Show Battery level Idicator
Show WiFi strength indicator: §=]
Navigation
Enable Copy/Paste:
Security
Scanner
Printing
Voice

QGAlNY T} 30 @ 4:59PM

Logon
Protocol cannot be switched ta HTPPS;
HTTPS is not configured/active

No switch to HTTPS occurred, soitis
not secure to send a password

System PW1
Client:* 600
User:*

Password:*

Language English v

Log On

sword

Advanced

Import  Export Deploy Keyboards Configuration  Settings

ol=N=M=

& [

n H |
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Logon
Protocol cannot be switched to HTPPS;
HTTPS is not configured/active

No switch to HTTPS occurred, so itis
not secure to send a password

System: PW1
Client:* 600

User:* |
Password:*

Language: English ¥

Log On

Change Password

These bars are not completely disabled. They will appear when the user swipes down but then
automatically blend out again.

Distributing Settings to Devices
After a project is created with the desired host profile and settings, distribute it to your devices.
Distributing a project has two steps:

- Deploy the project from the Console. This takes all the settings, files, and scripts and uses
them to create a .wldep file.

- Copy the file (or files) to the devices. You can do it manually over USB, or use mobile device
management (MDM) software like lvanti Avalanche.

Deploying a project from the Console

Prior to using a project in the Velocity Client, projects must first be deployed to mobile devices.
When a project is deployed, it is stored as a .wldep file containing all the scripts, images, keyboards,
and other resources needed to use the project.
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To deploy a project from the Velocity Console to a local Windows Client
From the Velocity Console, click the arrow next to the Deploy button and select Deploy locally.

Advanced
Import Export Deploy ‘ Screens Keyboards Configuration  Settings Host ‘ Save

B B FE EEE

If there is already a deployment file with the same name in the directory, you are prompted to
replace it. The project deployment is automatically copied into the
%Programdata%\Wavelink\Velocity directory, and the local Client will load the project.

To deploy a project from the Velocity Console

- From the Velocity Console, click Deploy.

- Click the ... button to browse for a save location.

- Navigate to the desired location and enter a file name to save the project as. Click Save to
close the dialog.

The project is deployed as a .wldep to the specified destination. It can now be distributed to devices
manually or using a mobile device management system like Avalanche.

Distributing a project over USB

If you don't use an MDM system, you'll need to distribute the file over USB.

On Android, the Velocity Client looks for the deployment files in the first external storage partition. It
is the storage you see when you connect the device over USB. It is sometimes named 'SD card' or
'external’, even though it is not an SD card or external to the device. In the first external storage
partition, the files need to be in the following location:

Pre-Android 10: /com.wavelink.velocity

Android 10 and later: Android/data/com.wavelink.velocity/files

If you have an SD card in the device, make sure you create the directory in the storage on the device
and not the removable SD card. The Velocity Client will not recognize the deployment file if it is not
in the correct location on the device storage.
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-Or-

For Windows devices, copy the deployment file (.wldep) or files into the
%Programdata%\Wavelink\Velocity directory.

Launch the Velocity Client on the device. The app automatically extracts the project details and
displays the new host profile in the list of available profiles. Tap the name of the host profile to
connect. When connecting to the host profile associated with a deployed project, all of the
keyboards, project settings, and scripts associated with the project are applied to the session.

Web settings — changing application behaviour

Velocity allows for finetuning of the (behaviour) of the web application by inserting HTML, CSS or
javascript code to a web page the moment the page is loaded on the device. These code inserts can
create a great impact in the acceptance of the mobile application and can even be the defining
factor in making the application work on an Android device.

Web — Insert script

The code inserts are done with the Web — Insert script from the scripting library. The code to insert
is stored as a text file and added to the project as a resource in the Settings section of the console,
for instance the viewport insert that is described in paragraph ‘Set the display with, disable zoom —
viewport’:

B velocity Console - a | *

ivanti | @ Velocity

powered by Wavelink

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings Host Save

DM ED BE0E B

Resources Resources Screen

Name Resource Tsken From Scripts

& add 3¢ Delete

Submit an Idea About Help
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The name of that file is used as a parameter in the Web — Insert script:

B Velocity Console - o x
¢, Veloci
ivanti | e vt
Advanced
Back Web Industrial Browser (Web) Import Export Deploy Keyboards Configuration  Seftings Host Save

B BuOoBE A

Tasks Scope Parameters
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ D Link < Unlink
Name Description Name Value Description
V| web - Insert The allows you to insert HTML, JavaScript or €SS dynamically i.. () session Insert Type = L] The type of code you are inserting: HTML, JavaScript or CSS.

Resource Name ree file you want to insert. This can be fou

vewportinen| TS rame o

heme -> Re

Head or Body her to insert this into the head or the body

Head
Top or Bottom Specifies whether to insert this code in the top or battom of the
Battom

body

URL Fragment A partion of the URL that uniquely identifies it. For example, ity
the following URL, "http:/fwww.wms.com/page1 htm", you migh
“pagelhtm" as the URL Fragment.
This can be used by itself or in conjunction with Source Search 1
“Note: If you leave this blank, then all URL’s will match,

Source Search Text This is a pi page’s source code used to uniquely identify

be used by its

of in conjunction with a URL Fragment

*Note: If you leave this blank, then all pages will match

Submit an Idea About Help

The other parameters define what type of code it concerns (HTML, CSS, javascript), there the code a
should be added to page (Header Top, Header Bottom, Body Top, Body Bottom) and a definition of
the page where to insert the code. If the fields URL Fragment and Source Search Text are left empty
the code will be added to every page.

To insert multiple files the Web — Insert script can be linked multiple times:
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B Velocity Console - o x

ivanti | & velodlty ...

Advanced

Back g I . figurati i
Web Industrial Browser (Web) mport  Export Deploy Keyboards Configuration  Settings Host Save
— ) o
BEE EEO0E A
Tasks Scope Parameters
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ 9 tink < Unlink
Name Description Name Value Description
¥ Web - Insert The allows you to insert HTML, JavaScript or €SS dynamically i.. () session Insert Type. o L] Thetype of code you are inserting: HTML, JavaSeript or CSS.
session
Resource Name Viewport-insert]  The name source file you want to insert. This can be fou
Theme - e,
Head or Body Specifies whether to insert this into the head or the body
Head
Top or Battom Spedifies whether to insert this code in the 10p or bottom of the
8attom
body.
URL Fragment A partian of the URL that uniquely identifies it For example, if y
the following URL "http:/fw com/page htm”, you migh
“page’ htm" as the URL Fragment.
This can be used by itseif or in conjunction with Source Search T
“Note: If you leave this blank, then all URL's will match,
Source Search Text This is a piece of a page's source code used 1o uniguely identiy

be used by URL Fragment

r in conjunct

“Note: If you leave this blank. then all pages will match

Submit an Idea About Help

Insert CSS or javascript as an HTML insert
In the source code of a web page the CSS or javascript code is placed between tags. CSS code is
placed between these tags:

<style type="text/css">

</style>

Javascript code between these:

<script language="JavaScript" type="text/javascript">

</script>

These tags are not necessary in the code insert files that are added to the project. These files will be
added as a reference of the corresponding type to the page, for instance:

n H |
24 Wavelink is now IVvantl



Browser Profile Configuration — Quick Start Guide

¥ <html>
¥ <head>

<1ink rel="stylesheet" type="text/css" href="//velocity/resources/scaleHB.txt">
<title>ITSmobile login</titler
<meta http-equiv="0OnKey@x@D" content="javascript:MobileSubmitLogin{ 'onLogin')">
<meta http-equiv="IBrowse_OnKey@x@D" content="javascript:MobileSubmitLogin('onLogin")">
b cstyle type="text/css"».</styles
P <script language="JlavaScript" type="text/javascript"r.</script>
<link rel="stylesheet" type="text/css" href="//velocity/resources/viewport-insert.txt">

</head>
P <body class="MobileloginBody" onload="MobileHtmLogin()" onkeydown="return MobileKeyEvent(event, 'onLogin'};">..</body>

</html>

Actually, if the tags are added the insert will fail and have no effect on the page.

It sometimes occurs that a CSS or javascript insert has no effect although added the correct way.
When this happens, it seems that the timing for the page load and inserting the file is wrong. To
overcome this problem, add the tags to the insert file and chose HTML as Insert Type:

Insert Type HTML .

The code is then added to the source code of the web page:

¥ <html>
¥ <head>
body {
-webkit-transform: matrix(1.988, -8.808, 9.808, 2.508, 9.800, 0.800);
-webkit-transform-origin: @.8px 8.8px;
s
</fstyle>

<title»ITSmobile login</title>
<meta http-equiv="OnKey@x8D" content="javascri MobileSubmitLogin{'onLogin')">
<meta http-equiv="IBrowse_OnKey®x@D" content="javascript:MobileSubmitlogin('onLogin")">
P <style type="text/css"».</style>
P <script language="JavaScript” type="text/javascript”».</script:
<link rel="stylesheet” type="text/css" href="//velocity/resources/viewport-insert.txt">
</head>
P <body class="MobileloginBody" onload="MobileHtmLogin()" onkeydown="return MobileKeyEvent(event, 'onLogin’};"»..</body>
</html>

This is also usefully if the inserts are done in one single file and not in separate files for HTML, CSS
and/or javascript.

Set the display with, disable zoom — viewport

When replacing devices running on a version of Windows to devices running Android the existing
web application is most likely developed for QVGA or VGA displays. Because the replacement device
will have a display with a higher resolution the application needs to be adapted for the resolution.
Also, the new device will support multitouch and allows the user to zoom in and out the application.
To define the screen width or disable zooming and HTML insert is used with the viewport metatag:

<meta name="viewport" content="width=320, initial-scale=1, user-scalable=no">
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width=320 means that the window is 320 pixels wide and that the application should use that width.
Often width=device-width is used but because of the resolution of the device that usually has no
effect on the display size of the application. user-scalable=no disables zooming of the display.

Resizing, scaling of the application (SAP Logon)
Besides setting the viewport it is sometimes necessary to resize or scale the content on the screen,
for instance the login page of an SAP ITS Mobile session.

& 0 ® 401219

To make it fit the -webkit-transform: matrix() function can be used:

body {

-webkit-transform: matrix(l1.650, -0.000, 0.000, 1.350, -115.000, -50.000);

-webkit-transform-origin: 0.0px 0.0px;

This code scales 1.650 times in the x-direction, 1.350 times in the y -direction and moves the screen
115.000 pixels to the left and 50.00 pixels up.
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O 9 01244PM
Logon
Protocol cannot be switched to HTPPS;
HTTPS is not configured/active

No switch to HTTPS occurred, so it is
not secure to send a password

System PW1
Client:* 600
User:* | |
Password:*
Language English v
Log On

Change Password

Resizing SAP ITS Mobile

With SAP ITS Mobile, pages might need some further tuning besides adding a viewport metatag and
scaling the page content. The style of every element that is on the page is defined in the include file

mobile mobile.css and without any further adjustment an element will take up 100% of the available
width. This width is not defined by the width of the application but by that of the display canvas that
can be used.

QP Em e B 0 9 B 3:34PM
F2Clr 'p«
F3Back | F4 Nxt
1.TRT Picking >
2.TRT Loading >
3.TRT HOT
4.TRT Replenish. >

5.TRT Replenish. >

F8 LOff Slct

This menu is drawn in two areas on the screen: the MobileHML and MobileBody. Other
implementations use MobileScreen as well:
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Template: std_itsm3/98/RLMENU 2888.HTML -->
“<htpl_class="MobileHtml"> ]

<head>

<meta http-equiv="TextSize" content="Smallest'>

<title>RF Menu</title>
<link rel="stylesheet" href="mobile.css" type="text/css" />

<script ="text/javascript” 1

=="javascript" src="/sap/public/bc/its/mimes/itsmobile/99/scripts/all/mobile.js"></script>

<script type="text/javascript" lar

. e="Javascript">
var itsmobile_eos =

</script>

</head><b class="MobileBedy" id="MocbilgBody" onload="setFocus ('RLMOB-MENOPT[1]')" cnkeydown="return processKeyEvent (event);" onhelp="return false;">
<form method="post" action=
“ /bmw (cz1TSUQIM2 FBTk 30JTNhaXR4 cWRpMzNfVFhRXzMz JTNhMIVVZFJRWDhGek swYKhuWC 1 kMY Zy TTIQQ3FReWh t YW1 TaWN4bD1ySC1BVFQ=) /std_itsm3 me3190 ie/~f1NUQVRFPTEYMjAwMD
A3MzEUMDAZLjAXxLjAx" id="mobileform" name="mobileform" onsubmit="return firstSend()" style="display:inline">
<! h kcode fiel
hidden" id="~OkCode" name="~OkCode" value="/0" />

<input

ield -->

This example redefines these three classes to make the page fit, as well as setting the viewport and
scale factor. The insert is done in one text file that is inserted as HTML code. Note, as part of the
example MobileScreen is added to the insert too:

<meta name="viewport" content="width=190, initial-scale=1, user-scalable=no">

<style>
body {
-webkit-transform: matrix(1.900, -0.000, 0.000, 2.500, 0.000, 0.000);

-webkit-transform-origin: 0.0px 0.0px;

.MobileHtml {

width:190px;

.MobileScreen {
width:190px;

}

.MobileBody {

width:190px;
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</style>

The result with the insert loaded:

F2Clr o

F3Back | F4Nxt
1.TRT Picking >
2.TRT Loading >

3.TRT HOT
4.TRT Replenish. >
5.TRT Replenish. >

F8 LOff Slct

SAP ITS Mobile Error sound

Applications in SAP ITS Mobile are usually designed to be used with Internet Explorer or Edge as the
browser. To generate a sound either the <bgsound> or <audio> tags are used in the source code.
These tags are not supported by the Webview on an Android device and are therefore also not

supported in Velocity.

The solution is to call a script every time a reference to one of the tags is made. In this example will
be called playSoundonError and can either generate beeps:
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B Velocity Console - o x

(@ Veloci

powered by Wavelink

Advanced

Bock Web Industrial Browser (Web) Import  Export  Deploy Keyboards Configuration  Settings _ Host

Q- G
Edit Em -

Details Seript

Display Name: *

Play Sound On E
Function Name: *

playSoundOnérror

Version:
10

Tags:

Default Scope:
session
Description: *

Make 3 sound when a reference to either <bgsound> or <audio> made in the source code. This script is called from an HTML Web Insert that contains the metatag

<meta hitp-equiva"OnlLoaded" contents"wis:PlaySoundOnError(">

Submit an Idea About Help

B Velocity Console - o x

ivanti | & velodlty ...

Advanced

Bock Web Industrial Browser (Web) Import  Export  Deploy Keyboards Configuration  Settings _ Host

Edit [ oc [

Details Saript

Parameters:

® Add

Variable Display Name

Resources:
@ Add
File

horseway

Submit an Idea About Help

Or use an audio file:
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B Velocity Console - o x

ivanti | @& Velocity

powered by Wavelink

Advanced
Back Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings  Host Save

g 0B
Edit [ oc [

Details Saript

Parameters: Script:

Device heepPlayFile

Variable Display Name

Resources:

@ Add
File

horseway

Submit an Idea About Help

The script does not have to be linked to any scope. It will be called from an HTML insert that uses the
code <meta http-equiv="0OnLoaded" content="wls:playSoundOnError () ">

The prefix wls: in the metatag refers to the script function that is defined in the Velocity project.
Without it, it would refer to a function that is inside the web page source code.

The text file that contains the metatag is then added to the resources of the project (note that in the
resources list the name of the audio file that is added to the script is also displayed):
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B Velocity Console - o x
Veloci
ivanti | e S

Advanced

Lz Web Industrial Browser (Web) import  Export e Keyboards Configuration  Settings ot Save
AaRg BEoe B
Rescurces Resources Screen
Name Resource Taken From Scripts
=

o Add 3 Delete

Submit an Idea About Help

Then, a Web — Insert script is used to call the Play Sound On Error script when the text <audio is
found in the source code of a web page:

B Velocity Conso - > -
Veloci
ivanti | B Ve v
Advanced
e Web Industrial Browser (Web) impot  Export Deploy Keyboards Configuration  Settings  Host Save

uant |+ B

BOB8 &

Tasks Scope Parameters
[ ubrary (P Create (X Delete ¢ Edit %5 Import / Bxport ™ 9 tink < Unlink
Name Description Name Value Description
V| web - Insert The allows you to insert HTML, JavaScript or €SS dynamically i.. () session Insert Type The type of code you are inserting: HTML, JavaScript or €55,

to either <bgsound> of <au.. (D)

Play Sound On Error Make 2 sound when a refere

Resaurce Name sert. This can be

Head or Bady o the body.

Top or Bortom = o1 Specifies whether to insert this code in the top or bottom af
== body
URL Fragment A portion of the URL that uniquely identifies it. For example,

the fallowing URL, "http
“pagel.htm” as the URL

com/pagehtm", you m

This can be used by itself or in conjunction w

his blank, then all URL

Source Search Text e code used to uniquely iden

h 3 URL Fragment

ave this blank, then all pages will match.

Submit an Idea About Help

SAP ITS Mobile Function Keys
When a function key is pressed in SAP ITS Mobile a specific javascript function should be fired.
Usually, this function is called setFKey() for function keys or setOKCodeEnter() for the enter key. The

n H |
32 Wavelink is now IVvantl



Browser Profile Configuration — Quick Start Guide

definition of these functions is done in the web page. setfKey() takes the number of the function key
as a parameter. So, 1 for F1, 2 for F2, etc. When the application does not respond to any of these
keys the following script will solve that:

// This is the callback function to replace the keys
// The key code in event.data is the decimal key code as a string
function KeyMacro (event)
{
switch( event.keyCode )
{
// Fl1 - F12
case '112':
case '"113':
case '114':
case '115':
case '116':
case '"117"':
case '118':
case '"119':
case '120':
case '121':
case '122':
case '"123':

View.evaluateJavascript (" (function () {" +
"setFKey (event.keyCode - 111);" +
"Ho"
"y
break;
// Enter
case '"13':
View.evaluateJavascript (" (function () {" +
"setOkCodeEnter () ;" +
"Ho"
"y
break;
default:
break;

}

// Register the key macro function to be called at keypress
WLEvent.on( "Key", KeyMacro );

Note: in some installations the functions to be called have different names. These can then be
changed in this script.

Automatically end session (after SAP logoff)
Like the Wavelink Industrial Browser, Naurtech CETerm and Velocity CE several IDA codes can be
used with Velocity. One of these IDA codes will disconnect a websession:

<meta http-equiv="OnLoaded" content="ida:IDA SESSION DISCONNECT">
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This code can be used to automatically end a web session when the user logs off in SAP. Logging off
in SAP usually means that the session in the back end is closed but not the corresponding web
session. If done right, the user will land on the login page again. If done wrong, a message is
displayed to confirm that the user is logged of and the session needs to be closed manually. In a
locked-down environment where the option ‘Hide Close Session’ is enabled in the host profile the
IDA code is necessary:

Host Profile

Profile Name: Ivanti Website

Host Address http://www.ivanti.com
Launch on Startup: (:ID

Clear Cache On Connect: =9

Clear Cookies On Connect: ‘:‘

User Agent String:

Hide Close Session: (0=]
=@

Detect network out of range:

Call the insert file when the logged off message is displayed:

B velocity Console - a | *
¢, Veloci
ivanti | e -

Advanced

Back : i
Web Industrial Browser (Web) Import  Export Deploy Keyboards Configuration  Settings  Host Save
— A .
A AR B EOE A
Tasks Scope Parameters
D ubary @ create @ Delete 7 Bt ¥ Import/ Export v Y Unk S Uniink
Name Description Name Value Description
W Web - Insert The allows you to insert HTML, JavaScript or CSS dynamically .. (D) session Insert Type == 1 The type of cade you are inserting: HTML. JavaScript or CSS
Resource Name The name o ource file you want to insert. This can be

Theme -> es

Head or Bady Specifi er to insert this into the head or the body.
Head
Top or Bottom Specifies whether to insert this code in the top or bottom of
Bottom
body
URL Fragment A portion of the URL that uniquely identifies it. For example,

the fallowing URL, "hitp://ws
“pagel htm" as the URL Fragment

com/page’htm”, you m

This can be used by itself o in conjunction with Source Searc

*Note: If you leave this blank, then 21l URL's will match,

Source Search Text

This is a pie code use

be used by itself of in canjun

age

5 uniquely iden
th a URL Fragment

You have been |

*Note: If you leave this blank then all pages will match.

Submit an Idea About Help
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Delete Demo project from main menu

After installation, Velocity will have one entry — called Demo —in its main menu:

0 o @ 3:41PM

+

Demo
127.0.0.1:2300 VT220

This Demo project can be deleted, either manually or by copying a global settings project file to the
device.

Delete manually

Tap and hold the entry until the Host Profile Options menu is displayed:
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i 9 @ 3:56 PM

0w @ 357PM

rd Required

This action requires a password.

Cancel

Delete in global settings
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To use the same settings with different projects, create a Global project with settings that can be
distributed with multiple projects. A Global project has the following options:

Configuration password. Provide a custom password that device users must type before they
can access the settings on the device. Use the Confirm Password text box to make sure you
typed the password correctly. The default password for editing the settings on the device is
system.

Max sessions. The maximum number of concurrent sessions allowed.

Hide Exit. Hides the Exit button from the menu.

Remove Demo Profile. Removes the demo profile from the device, so it no longer shows in
the list of host profiles.

Lock task mode. The Velocity Client opens full screen, hides the taskbar and Start menu,
prevents task switching and minimizing, and blocks Alt+Tab, Alt+F4, Alt+Space, and Ctrl+Esc.
In order to exit the Client, the user must provide the program exit password. Only available
for Velocity Clients installed on Windows 10.

Program exit password. A password required to exit the Client on Windows 10 machines
when Lock task mode is enabled. By default, the program exit password is blank. Even if you
do not specify a program exit password, the user is prompted to provide a password if they
attempt to exit the Client.

Key to switch to next session. The hex value for a key to switch to the next open session. For
example: E040

Key to switch to previous session. The hex value for a key to switch to the previous open
session. For example: E041

When you deploy a global settings project, those settings are applied for all host profiles used by the
Velocity Client.

To create a global settings project

Launch the Velocity Console application and click ‘New Project’ in the top-right corner of the screen.
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ivanti | & Vel ..

Enter a Project Name. You can also provide a Company Name, which is used solely for sorting
projects. Click Global.

ivanti | & Velodty

The project opens and you can edit global settings to be distributed with other projects. Enable
‘Remove Demo Profile’.
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B Velocity Console - a x

ivanti | & Velocity

powered by Wavelink

Back o Deplay Save
Global Settings (Global) -

|+ ¥

Preferences Preferences

Max Sessions: 4

Submit an Idea About Help

To deploy a global settings project

Click the Deploy button in the top right corner.

B Velocity Console - a x

ivanti | & Velocity

powered by Wavelink

b Global Settings (Global) > —

2.8
Preferences Preferences

Max 5

Hide Exit:

Key to switch to previous session:

Submit an Idea About Help

Navigate to the location where you want to save the file. The file name must be global.wixgp. Click
‘Save’ to close the dialog. Copy the file to the device, in same location as where the .wldep files are
stored.

On Android, the Velocity Client expects the deployment files in the first external storage partition. It
is the storage you see when you connect the device over USB. It is sometimes named 'SD card' or
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'external’, even though it is not an SD card or external to the device. In the first external storage
partition, the files need to be in the following location:

Pre-Android 10: /com.wavelink.velocity

Android 10 and later: Android/data/com.wavelink.velocity/files

If you have an SD card in the device, make sure you create the directory in the storage on the device
and not the removable SD card. The Velocity Client will not recognize the deployment file if it is not
in the correct location on the device storage.

-Or-

For Windows devices, copy the deployment files or files into the %Programdata%\Wavelink\Velocity
directory.
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Appendix A. Send data to Velocity using intents

Velocity listens for a broadcast intent to receive (barcode) data. This mechanism can be used to
insert data in a telnet or web session. The format of the intent is:

Action: "com.wavelink.intent.action.BARCODE"

Category: "android.intent.category.DEFAULT"

Extra for (barode label) data: | String extra with a name ending in the format of "*.data_string"
or "*.decode_string", e.g.
"com.something.something.decode_string"

Extra for barcode label type: | String extra with a name ending in the format of

"* symbology type" or "*.label type", e.g.
"com.something.something.symbology type"

A WLEvent.on( ‘scan’, function ) event will be generated when data is received in this format.
Further processing of the data can then be done in the callback function attached to that event.

If the Velocity client is used on a device that uses a scan engine that is not supported by Velocity, but
has configurable wedge software installed to allow sending the scanned data as an intent, the
following example might help setting up the scanner. This example describes configuring the scanner
on a Panasonic device:

1. Ensure that the Velocity Client is installed on the device before starting.
2. Onceinstalled, Open the "Barcode Reader"

3. Tap the Menu button(...) and choose "Select Profile"

4.  Choose "Create Profile"

5. Enter "Velocity" as the profile name

6. Tap on the newly created profile, "Velocity", to change the settings

7. Tapon "Associated Apps"

8. Tap the Menu button (...) and choose "New app/activity"

9. Select "com.wavelink.velocity" as the app

10. Select "*" as the activity

11. Tap on the back button to return to the settings for the Velocity profile.
12. Tap to disable "keyboard Wedge"

13. Tap "Intent output settings"
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14.

15.

16.

17.

18.

19.

20.

21.

22.

Tap to enable "Intent output"

Tap to change "Intent action name"

Enter "com.wavelink.intent.action.BARCODE", Press "OK"

Tap to change the "Intent category name"

Enter "android.intent.category.DEFAULT", press "OK"

Tap to change "Intent delivery type"

Tap "Broadcast intent"

Hit the back button to return to the settings for the Velocity profile

Configure "Symbologies" and any other settings that you may need.
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